AUTOMATIC WEIGHING CONVEYOR

PAJINOX

Cinta previa de recepeidn {na Incluida) Patos latorales do contencidn

Tramgplita lataral 1 Barra lateral de proteccién antigolpes

Automatic weigher for filling boxes, containers, tubs, tanks, etc. with

Célula do carga (4]
Trampilla lataral 2

automated system for weight control.

Made of stainless steel and polyethylene belt (hard plastic) in three
different sizes: model S (width 300 and length 1,000 mm), model M
(width 400 and length 1,300 mm) and model L (width 600 and length
1,900 mm). Equipped with four load cells with high resistance to
humidity.

Base apustable en altura

Cuadro de contral tranaportable

Trampilla neursitica de seguridad

TECHNICAL DATA CIN-PES-AUTO | CIN-PES-AUTO | CIN-PES-AUTO
Robust AlS| 304 stainless steel construction Yes Yes Yes
Connection 380V (IlI+N) 50/60 Hz Yes Yes Yes
Moisture protection (IP-68) Yes Yes Yes
Correct weight programming Yes Yes Yes
Correct weight signal (excess high / low) Yes Yes Yes
Parameter control display Yes Yes Yes
Anti-shock protection side bars Yes Yes Yes
Load cells 4 4 4
Pneumatic safety trapdoor Yes Yes Yes
Height adjustable base Yes Yes Yes
Adaptable to continuous line Yes Yes Yes
PLC controlled weighing system Optional Optional Optional
I
POWERS AND DIMENSIONS CIN-PES-AUTO | CIN-PES-AUTO | CIN-PES-AUTO
Total power (Kw) 0,37 0,55 0,55
Motor angular speed (RPM) 1.500 1.500 1.500
Max. weight (kg) *Depending on product volume 10 25 50
Maximum equipment weight (kg) 150 300 520
Conveyor width A (mm) 300 400 600
Conveyor length L (mm) 1.000 1.300 1.900

(*) Dimensions and power ratings are generic and subject to change based on real
requirements.
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