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MACHINE FOR SORTING OCTOPUS, FILLETS AND OTHER FISH

CLA-TR
Trapdoor sorting system:

The hinged flap system (hinged belt sections) is a Palinox 

exclusive (patented) and is particularly suitable for sorting live or 

fresh fish as it does not hit or damage the fish; the fish simply falls 

by gravity to a diverter which doubles the outlets. On request, 

each flap can be equipped with a lower deflector (flap), which 

allows to double the number of sorting outlets per flap.

The conveyor and the trapdoors are made of a 300 mm wide 

natural polyethylene belt with a stainless steel fram.

Product exit on both sides of the equipment

Product exit online 



MACHINE FOR SORTING OCTOPUS, FILLETS AND OTHER FISH

(*) The dimensions and powers are generic and can be modified according to the 
real needs.

CARACTERISTICAS TÉCNICAS

Robust construction in AISI 304 stainless steel Yes

Connection 380V (III+N) 50/60 Hz Yes

Moisture protection (IP-67) Yes

Food grade modular conveyor, polyethylene (blue) Yes

Pneumatic actuation of the trap doors Yes

Single (1 flap) or double (2 flaps) linear outlet Optional

Stainless steel load cells Yes

Touch screen viewfinder Yes

Average weight Yes

Weight by size Yes

Recipe memory Yes

Selection of the size target Yes

Memory of the Historic and printable documents Yes

Output layout (in-line or double-sided) To choose

model CLA-TR-4+1

WEIGHING CHARACTERISTICS

Maximum number of weighings per minute (pc) 100

Reduced speed for heavy vehicles Sí

Weighing accuracy 0 a 500g 

500 a 1000g

> 1000g

+/- 2g 
+/- 5g 
+/- 10g

Part size (length/width) (mm) 300 / 200

Maximum number of classifications (ud) 4

Output rejection Sí

model CLA-TR-4+1

POWER AND DIMENSIONS

Total power (Kw) 1,5 

Minimum number of hatches 4+1 4

Working pressure (Bar) 6

Dimensions (mm) To be consulted

Maximum weight of the equipment (kg) To be consulted

CLA-TR-6+1

2,2

6

6

To be consulted

To be consulted

CLA-TR-8+1

2,2

8

6

To be consulted

To be consulted

CLA-TR-6+1

100

Sí

+/- 2g 
+/- 5g 
+/- 10g

300 / 200

6

Sí

CLA-TR-8+1

100

Sí

+/- 2g 
+/- 5g 
+/- 10g

300 / 200

8

Sí


