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PRODUCT RECEPTION, BUFFER AND WASHING 
DOSING HOPPERS

TD-G M V
Equipment designed for product reception, as a buffer in a continuous 
line and as a washing machine with similar characteristics to the TBA 
equipment.

TD-G-1000

TD-V-1000



PRODUCT RECEPTION, BUFFER AND WASHING DOSING HOPPERS

model TD-M 600 TD-M 1000 TD-M 2000

TECHNICAL CHARACTERISTICS

Robust 304 stainless steel construction Yes Yes Yes

Connection 380V (III+N) 50/60 H Yes Yes Yes

Moisture protection (IP-65) Yes Yes Yes

Water intake Yes Yes Yes

Ice separation system by means of rotating 'grinder'. No No Yes

Modular seafood conveyor with pushers Yes Yes Yes

Suitable for automatic and continuous lines Yes Yes Yes

Adjustable conveyor speed by means of frequency converter Yes Yes Yes

Hinged conveyor for easy access for cleaning Yes Yes Yes

Water level and PT-100 probe for level regulation and cooling. Optional Optional Optional

Air injection washing system, Jacuzzi effect. Optional Optional Optional

Washing time control according to product Optional Optional Optional

Compressor blower turbine for cleaning 
(extra accessory) Optional Optional Optional

modelo TD-M 600 TD-M 1000 TD-M 2000

CARACTERÍSTICAS TÉCNICAS

Capacity (litres) 600 1.000 2.000

Total power (kw) 0.37 0.37 0.55

Maximum weight 350 350 350

Blower turbine power at 50 Hz (kw)
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Blower turbine power at 60 Hz (kw)
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(*) Dimensions and power ratings are generic and subject to change depending on 
actual requirements.
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Blower turbine baseplate

Optional

TUR-SLP




